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A. FACILITY INFORMATION: 

 

 Owner/Company Name:  Southern California Gas Company 

  

 Facility Name:  Blythe Compressor Station (BCS) 

  

 Facility Location: 13100 West 14th Avenue, Blythe, CA 92225 

  

 Mailing Address:   P.O. Box 2300 SC9314 

   Chatsworth CA 91313 

 

 Federal Operating Permit Number:  3101437 

  

 MDAQMD Company Number:  31 

  

 MDAQMD Facility Number:  01437 

 

 Responsible Official:  Mr. Firas Hamze 

   Field Operations Manager 

   562-477-1107 

  

 Facility "Site" Contact #1:  William Temple 

   (442) 226-5438 

 

 Facility "Site" Contact #2  Alison Wong 

   Senior Environmental Specialist  

   213-604-4534 

   AWong2@socalgas.com 

 

 Facility “Off Site” Contact(s):  Chanice Allen 

   Environmental Team Lead 

   213-276-5047 

   CAllen2@socalgas.com 

 

 Nature of Business:  Natural Gas Compression and Transmission 

  

 SIC/NAICS Code:  4922/486210 – Pipeline Transportation of 

Natural Gas 

  

 Facility Coordinates:  UTM (Km) 718.704E / 3720.720N 

  

 Decimal Coordinates:   33.60457, -114.64131 

B. BACKGROUND: 
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The Federal Clean Air Act Amendments of 1990 established a nation-wide permit to operate 

program commonly known as "Title V". The Mojave Desert Air Quality Management District 

(MDAQMD or District) adopted Regulation XII [Rules 1200-1210] and Rule 221 - Federal 

Operating Permit Requirement; [Version in SIP = Current, 40CFR 52.220(c)(216)(i)(A)(2) - 

02/05/96 61 FR 4217], to implement both the Federal Operating Permit and Acid Rain Permit 

programs locally and have received Final Program Approval from EPA on March 6, 1996. 

 

This facility (Southern California Gas Company, Blythe Compressor Station) is subject to the 

Operating Permit requirements of Title V of the federal Clean Air Act, Part 70 of Title 40 of the 

Code of Federal Regulations (CFR), and MDAQMD Regulation XII, Federal Operating 

Permits. SCG - Blythe Compressor Station is defined as a federal Major Facility pursuant to 

District Rule 1201 – Federal Operating Permit Definition, as this facility has a Potential to Emit 

(PTE) greater than the Major Facility thresholds for Carbon Monoxide, Nitrogen Oxides and 

Hazardous Air Pollutants (HAPs). 

 

Pursuant to Regulation XII, Federal Operating Permits, the District has reviewed the terms and 

conditions of this Federal Operating Permit and determined that they are still valid and correct. 

This review included an analysis of federal, state, and local applicability determinations for all 

sources, including those that have been modified or permitted since the issuance of the initial 

Federal Operating Permit. The review also included an assessment of all monitoring in the 

permit for sufficiency to determine compliance. This Statement of Legal and Factual Basis, 

pursuant to Rule 1203(B)(1)(a)(i), is intended to assess the adequacy of the existing Title V 

Permit and explain the District's basis in composing the proposed Renewal. 

 

In the MDAQMD, state and District requirements are also applicable requirements and are 

included in the Federal Operating Permit. These requirements can be federally enforceable or 

non-federally enforceable. State and District only applicable requirements are designated as 

such. 

 

The purpose of this action is to renew the Southern California Gas Company, Blythe Compressor 

Station’s, Federal Operating Permit, 3101437. 

 

C.  DESCRIPTION OF FACILITY: 

 

Southern California Gas Company (SoCalGas), Blythe Compressor Station, located at 13100 

West 14th Avenue, Blythe, CA 92225. SCG, Blythe Compressor Station is a natural gas 

compression and transmission pipeline facility located in Blythe, California. 

 

The facility is presently undergoing a major facility modification, which consists of the 

following equipment and brief description of the equipment’s disposition during the facilities 

project improvement phases. This action was previously approved on or about January of 2019 

and the modified facility is still under construction. 
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Table 1 Equipment Summary: 

Equipment Description District 

Permit 

Number 

Comments 

 

NATURAL GAS IC ENGINES POWERING 

RECIPROCATING COMPRESSORS consisting 

of: Year of Manufacturer 1948; 2SLB; RICE 

NESHAP 40 CFR 63 Subpart ZZZZ IS NOT 

APPLICABLE Pursuant to Section 

63.6590(b)(3); these existing 2SLB engines each 

with a rating of more than 500 brake HP and 

located at a major source of HAP emissions do 

NOT need to comply with the emission 

limitations in Tables 1a, 2a, 2c, and 2d to this 

subpart or operating limitations in Tables 1b and 

2b of this subpart.  

 

Engines are Eight Dresser-Clark natural gas-fired 

engines, Model HBA8, driving natural gas 

compressors in two plants as specified below 

producing 1760 bhp with 8 cylinders at 300 rpm 

while consuming a maximum of 17 MMBtu/hr 

each. Stack is 22.5-foot-high and 1.70 foot in 

diameter. Stack exhausts at 12639.5 cfm at a 

temperature of 631 Degrees F and velocity of 

5572 fpm.  

 

This Permit permits Eight Identical Clark 

Engines. Five of those engines will modified 

through the installation of oxidation catalyst 

systems, turbochargers, and PCC/LEC and/or 

HPFI/EM to produce emission reductions and 

Simultaneous Emissions Reduction Credits for 

use in Permitting New Equipment as Part of the 

Blythe Compressor Station Upgrade Project, 

implemented as Phase I and Phase II. Clark 

Compressor 11 will be modified first to determine 

which technologies and controls will ultimately 

be used on Clark Compressor No's 11, 12, 14, & 

15, which will be Modified during Phase I; Clark 

No. 13 to be modified during Phase II. 

 

 

B004154 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Project Phase II; 

Emissions reductions used 

for SERs 
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NOTE: ENGINES WITH SERIAL NUMBERS 

30129, 30151, AND 30194 ARE SCHEDULED 

TO BE SHUT DOWN AND THIS PERMIT 

CANCELLED PERMANENTLY DURING 

PHASE II OF THE BCS COMPRESSOR 

UPGRADE PROJECT. THIS PERMIT WILL 

BE MODIFIED ACCORDINGLY AND AS THE 

BCS PROJECT PROGRESSES. 

 

 

NATURAL GAS IC ENGINE, GENERATOR 5, 

PLANT 2, AUXILIARY BUILDING, Year of 

Manufacturer 1953. Engine is Subject to RICE 

NESHAP 40 CFR Part 63 Subpart ZZZZ, and is 

located at a HAP Major Source. Engine Exhaust 

is vented through an DCL America NSCR 

Catalyst DC73-8 CC. 

 

Engine has a maximum heat input of 5.41 

MMBTU/Hr. 

 

Equipment Elevation is 263 feet above sea level. 

 

Stack is 11.6-foot-high and  0.70 foot in diameter. 

Stack exhausts at 855 cfm at a temperature of 675 

Degrees F and velocity of 2229 fpm. 

 

THIS ENGINE AND ITS INTEGRAL NSCR 

CATALYST ARE SCHEDULED TO BE SHUT 

DOWN AND THIS PERMIT CANCELLED 

PERMANENTLY DURING PHASE II OF THE 

BCS COMPRESSOR UPGRADE PROJECT. 

 

 

B004158 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Project Phase II; 

Emissions reductions used 

for SERs 

 

NATURAL GAS IC ENGINE, 

RECIPROCATING COMPRESSOR, PLANT 2, 

AUXILIARY BUILDING; Year of Manufacturer 

1966. Engine is Subject to RICE NESHAP 40 

CFR Part 63 Subpart ZZZZ, and is located at a 

HAP Major Source. To Comply With RICE 

NESHAP Engine is Equipped with an NSCR 

catalyst Manufactured By DCL; Catalyst Model 

DC49. 

 

 

B004159 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Project Phase II; 

Emissions reductions used 

for SERs 
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Engine has a maximum heat input of 1.55 

MMBTU/Hr. 

 

Equipment Elevation is 262 feet above sea level. 

 

Stack height is 15.9 feet and stack diameter is 

0.50 feet. Stack exhausts at 391 cfm at a 

temperature of 525 Degrees F and velocity of 

2000 fpm. 

 

THIS ENGINE AND ITS INTEGRAL NSCR 

CATALYST ARE SCHEDULED TO BE SHUT 

DOWN AND THIS PERMIT CANCELLED 

PERMANENTLY DURING PHASE II OF THE 

BCS COMPRESSOR UPGRADE PROJECT. 

 

 

NATURAL GAS IC ENGINE, 

RECIPROCATING COMPRESSOR 1, PLANT 

3; Year of Manufacturer 2002. Engine Exhaust is 

vented through an Oxidation Catalyst System 

Permitted as C008086; Rice NESHAP 40 CFR 63 

Subpart ZZZZ IS NOT APPLICABLE Pursuant 

to Section 63.6590(b)(3); Engine is an existing 

4SLB with a site rating of more than 500 brake 

HP located at a major source of HAP emissions. 

 

NOTE: THIS ENGINE AND ITS ASSOCIATED 

OXIDATION CATALYST WITH PERMIT 

NUMBER C008086 ARE SCHEDULED TO BE 

SHUTDOWN AND PERMITS CANCELLED 

PERMANENTLY DURING PHASE II OF THE 

BCS COMPRESSOR UPGRADE PROJECT. 

 

Equipment Elevation is 259 feet above sea level.  

 

Stack height is 48 feet and stack diameter is 2.5 

feet. Stack exhausts at 25388 cfm at a 

temperature of 656 Degrees F and velocity of 

5172 fpm.  

 

Equipment includes one Natural Gas Electric 

Vapor Collection System (VCS) shared with 

Compressor 2 in Plant 3. 

 

 

B008079 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Project Phase II; 

Emissions reductions used 

for SERs 
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NATURAL GAS IC ENGINE, 

RECIPROCATING COMPRESSOR 2, PLANT 

3; Year of Manufacturer 2002. Engine Exhaust is 

vented through an Oxidation Catalyst System 

Permitted as C008087; Rice NESHAP 40 CFR 63 

Subpart ZZZZ IS NOT APPLICABLE Pursuant 

to Section 63.6590(b)(3); Engine is an existing 

4SLB with a site rating of more than 500 brake 

HP located at a major source of HAP emissions. 

 

NOTE: THIS ENGINE AND ITS ASSOCIATED 

OXIDATION CATALYST WITH PERMIT 

NUMBER C008087 ARE SCHEDULED TO BE 

SHUTDOWN AND PERMITS CANCELLED 

PERMANENTLY DURING PHASE II OF THE 

BCS COMPRESSOR UPGRADE PROJECT. 

 

Equipment Elevation is 260 feet above sea level. 

 

Stack height is 48 feet and stack diameter is 2.5 

feet. Stack exhausts at 25388 cfm at a 

temperature of 656 Degrees F and velocity of 

5172 fpm. 

 

Equipment includes one Natural Gas Electric 

Vapor Collection System (VCS) shared with 

Compressor 1 in Plant 3. 

 

 

 

B008080 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Project Phase II; 

Emissions reductions used 

for SERs 

 

NATURAL GAS IC ENGINE, GENERATOR 1, 

CENTRAL SUPPORTING; Year of 

Manufacturer 2002. Engine is Subject to RICE 

NESHAP 40 CFR Part 63 Subpart ZZZZ for 

engines located at a HAP Major Source. Engine 

Exhaust is vented through an NSCR Permitted as 

C008089. 

 

Engine has a maximum heat input of 4 

MMBTU/Hr. 

 

NOTE: THIS ENGINE AND ITS ASSOCIATED 

3-WAY CATALYST, PERMITTED AS 

C008089, ARE SCHEDULED TO BE SHUT 

 

B008081 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Project Phase II; 

Emissions reductions used 

for SERs 
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DOWN AND PERMITS CANCELLED 

PERMANENTLY DURING PHASE II OF THE 

BCS COMPRESSOR UPGRADE PROJECT. 

 

Equipment Elevation is 257 feet above sea level. 

 

Stack height is 20 feet and stack diameter is 1.0 

feet. Stack exhausts at 1158 cfm at a temperature 

of 635 Degrees F and velocity of 1474 fpm. 

 

 

NATURAL GAS IC ENGINE, GENERATOR 2, 

CENTRAL SUPPORTING; Year of 

Manufacturer 2002. Engine is Subject to RICE 

NESHAP 40 CFR Part 63 Subpart ZZZZ for 

engines located at a HAP Major Source. Engine 

Exhaust is vented through an NSCR Permitted as 

C008090. 

 

Engine has a maximum heat input of 4 

MMBTU/Hr. 

 

NOTE: THIS ENGINE AND ITS ASSOCIATED 

3-WAY CATALYST, PERMITTED AS 

C008090, ARE SCHEDULED TO BE SHUT 

DOWN AND PERMITS CANCELLED 

PERMANENTLY DURING PHASE II OF THE 

BCS COMPRESSOR UPGRADE PROJECT. 

 

Equipment Elevation is 260 feet above sea level. 

 

Stack height is 20 feet and stack diameter is 1.0 

feet. Stack exhausts at 1158 cfm at a temperature 

of 635 Degrees F and velocity of 1474 fpm. 

 

 

B008082 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Project Phase II; 

Emissions reductions used 

for SERs 

 

NATURAL GAS IC ENGINE, GENERATOR 3, 

CENTRAL SUPPORTING; Year of 

Manufacturer 2002. Engine is Subject to RICE 

NESHAP 40 CFR Part 63 Subpart ZZZZ for 

engines located at a HAP Major Source. Engine 

Exhaust is vented through an NSCR Permitted as 

C008091. 

 

 

B008083 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Project Phase II; 

Emissions reductions used 

for SERs 



9 Preliminary Determination/Decision - Statement of Basis 

SCG – Blythe Compressor Station; Revised 10-01-20 

 

 

Engine has a maximum heat input of 4 

MMBTU/Hr. 

 

NOTE: THIS ENGINE AND ITS ASSOCIATED 

3-WAY CATALYST, PERMITTED AS 

C008091, ARE SCHEDULED TO BE SHUT 

DOWN AND PERMITS CANCELLED 

PERMANENTLY DURING PHASE II OF THE 

BCS COMPRESSOR UPGRADE PROJECT. 

 

Equipment Elevation is 257 feet above sea level. 

 

Stack height is 20 feet and stack diameter is 1.0 

feet. Stack exhausts at 1158 cfm at a temperature 

of 635 Degrees F and velocity of 1474 fpm. 

 

 

NATURAL GAS IC ENGINE, GENERATOR 4, 

CENTRAL SUPPORTING; Year of 

Manufacturer 2002. Engine is Subject to RICE 

NESHAP 40 CFR Part 63 Subpart ZZZZ for 

engines located at a HAP Major Source. Engine 

Exhaust is vented through an NSCR Permitted as 

C008092. 

 

Engine has a maximum heat input of 4 

MMBTU/Hr. 

 

NOTE: THIS ENGINE AND ITS ASSOCIATED 

3-WAY CATALYST, PERMITTED AS 

C008092, ARE SCHEDULED TO BE SHUT 

DOWN AND PERMITS CANCELLED 

PERMANENTLY DURING PHASE II OF THE 

BCS COMPRESSOR UPGRADE PROJECT. 

 

Equipment Elevation is 257 feet above sea level. 

 

Stack height is 20 feet and stack diameter is 1.0 

feet. Stack exhausts at 1158 cfm at a temperature 

of 635 Degrees F and velocity of 1474 fpm. 

 

 

B008084 

 

Equipment will be Shut 

Down, and District Permit 

will be Cancelled during 

Phase II; Emissions 

reductions used for SERs 

 

TURBINE, CENTRIFUGAL NATURAL GAS 

COMPRESSOR 1, PLANT 4; One Siemens-

Dresser, natural gas-fired turbine, Model No. 

 

B012852 

 

Equipment scheduled for 

installation during Project 

Phase I 
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SGT-300 and Serial No. TBD, producing 7954 

bhp at 12000 rpm while consuming a maximum 

of 71.83 MMBtu/hr. This turbine is equipped 

with Dry Low NOx Combustors (DLN), selective 

catalytic NOx reduction system (SCR) with valid 

District permit C012862, and VOC and CO 

oxidation catalyst system with valid District 

permit C012858. This turbine powers a Siemens-

Dresser Compressor Model No. TBD with a 

mechanical rating of less than 10 MW.  

 

Equipment Elevation is 259 feet above sea level. 

 

Stack is 60 feet high and has a diameter of 7.5 ft. 

Stack exhausts at 160,000 cfm at a temperature of 

780 Degrees F and at a velocity of 18.4 m/s. 

Note: This turbine compressor will become 

operational during Phase II of the BCS NSR 

Project. 

 

 

TURBINE, CENTRIFUGAL NATURAL GAS 

COMPRESSOR 2, PLANT 4; One Siemens-

Dresser, natural gas-fired turbine, Model No. 

SGT-300 and Serial No. TBD, producing 7954 

bhp at 12000 rpm while consuming a maximum 

of 71.83 MMBtu/hr. This turbine is equipped 

with Dry Low NOx Combustors (DLN), selective 

catalytic NOx reduction system (SCR) with valid 

District permit C012861, and VOC and CO 

oxidation catalyst system with valid District 

permit C012857. This turbine powers a Siemens-

Dresser Compressor Model No. TBD with a 

mechanical rating of less than 10 MW.  

 

Equipment Elevation is 259 feet above sea level. 

 

Stack is 60 feet high and has a diameter of 7.5 ft.  

 

Stack exhausts at 160,000 cfm at a temperature of 

780 Degrees F and at a velocity of 18.4 m/s. 

Note: This turbine compressor will become 

operational during Phase II of the BCS NSR 

Project. 

 

 

B012853 

 

Equipment scheduled for 

installation during Project 

Phase I 
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TURBINE, CENTRIFUGAL NATURAL GAS 

COMPRESSOR 3, PLANT 4; One Siemens-

Dresser, natural gas-fired turbine, Model No. 

SGT-300 and Serial No. TBD, producing 7954 

bhp at 12000 rpm while consuming a maximum 

of 71.83 MMBtu/hr. This turbine is equipped 

with Dry Low NOx Combustors (DLN), selective 

catalytic NOx reduction system (SCR) with valid 

District permit C012862, and VOC and CO 

oxidation catalyst system with valid District 

permit C012858. This turbine powers a Siemens-

Dresser Compressor Model No. TBD with a 

mechanical rating of less than 10 MW.  

 

Equipment Elevation is 259 feet above sea level. 

 

Stack is 60 feet high and has a diameter of 7.5 ft. 

Stack exhausts at 160,000 cfm at a temperature of 

780 Degrees F and at a velocity of 18.4 m/s. 

Note: This turbine compressor will become 

operational during Phase II of the BCS NSR 

Project. 

 

 

B012854 

 

Equipment scheduled for 

installation during Project 

Phase II 

 

TURBINE, CENTRIFUGAL NATURAL GAS 

COMPRESSOR 4, PLANT 4; One Siemens-

Dresser, natural gas-fired turbine, Model No. 

SGT-300 and Serial No. TBD, producing 7954 

bhp at 12000 rpm while consuming a maximum 

of 71.83 MMBtu/hr. This turbine is equipped 

with Dry Low NOx Combustors (DLN), selective 

catalytic NOx reduction system (SCR) with valid 

District permit C012863, and VOC and CO 

oxidation catalyst system with valid District 

permit C012859. This turbine powers a Siemens-

Dresser Compressor Model No. TBD with a 

mechanical rating of less than 10 MW.  

 

Equipment Elevation is 259 feet above sea level. 

 

Stack is 60 feet high and has a diameter of 7.5 ft. 

Stack exhausts at 160,000 cfm at a temperature of 

 

B012855 

 

Equipment scheduled for 

installation during Project 

Phase II 
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780 Degrees F and at a velocity of 18.4 m/s. 

Note: This turbine compressor will become 

operational during Phase II of the BCS NSR 

Project. 

 

 

NATURAL GAS IC ENGINE, PRIME 

GENERATOR 1, PHASE I (GENERATOR 

BUILDING); GE Power Waukesha with emPact 

Emission Control System. Year of Manufacture is 

TBD; 4SRB, Engine Meets Stationary Spark 

Ignition ICE NSPS Requirements Pursuant to 40 

CFR 60, Subpart JJJJ as the Manufacture Date is 

Subsequent to 2006; is equipped with three-way 

catalysts/non-selective catalytic reduction 

permitted under valid District Permit C012870.   

 

Equipment Elevation is 258 feet above sea level. 

 

Stack is 35 feet high, and has a diameter of 1.17 

feet. Exhaust flow rate is 4,930 cfm at a 

temperature of 1061 Degrees F. 

 

 

B012864 

 

Equipment scheduled for 

installation during Project 

Phase I 

 

NATURAL GAS IC ENGINE, PRIME 

GENERATOR 2, PHASE I (GENERATOR 

BUILDING); GE Power Waukesha with emPact 

Emission Control System. Year of Manufacture is 

TBD; 4SRB, Engine Meets Stationary Spark 

Ignition ICE NSPS Requirements Pursuant to 40 

CFR 60, Subpart JJJJ as the Manufacture Date is 

Subsequent to 2006; is equipped with three-way 

catalysts/non-selective catalytic reduction 

permitted under valid District Permit C012871.  

 

Equipment Elevation is 259 feet above sea level. 

 

Stack is 35 feet high, and has a diameter of 1.17 

feet. Exhaust flow rate is 4,930 cfm at a 

temperature of 1061 Degrees F. 

 

Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

B012865 

 

Equipment scheduled for 

installation during Project 

Phase I 
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NATURAL GAS IC ENGINE, PRIME 

GENERATOR 3, PHASE I (GENERATOR 

BUILDING); GE Power Waukesha with emPact 

Emission Control System. Year of Manufacture is 

TBD; 4SRB, Engine Meets Stationary Spark 

Ignition ICE NSPS Requirements Pursuant to 40 

CFR 60, Subpart JJJJ as the Manufacture Date is 

Subsequent to 2006; is equipped with three-way 

catalysts/non-selective catalytic reduction 

permitted under valid District Permit C012872.  

 

Stack is 35 feet high, and has a diameter of 1.17 

feet. Exhaust flow rate is 4,930 cfm at a 

temperature of 1061 Degrees F. 

 

Equipment Elevation is 259 feet above sea level. 

 

Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

 

B012866 

 

Equipment scheduled for 

installation during Project 

Phase I 

 

NATURAL GAS IC ENGINE, PRIME 

GENERATOR 4, PHASE I (GENERATOR 

BUILDING); GE Power Waukesha with emPact 

Emission Control System. Year of Manufacture is 

TBD; 4SRB, Engine Meets Stationary Spark 

Ignition ICE NSPS Requirements Pursuant to 40 

CFR 60, Subpart JJJJ as the Manufacture Date is 

Subsequent to 2006;  is equipped with three-way 

catalysts/non-selective catalytic reduction 

permitted under valid District Permit C012873. 

 

Equipment Elevation is 260 feet above sea level. 

 

Stack is 35 feet high, and has a diameter of 1.17 

feet. Exhaust flow rate is 4,930 cfm at a 

temperature of 1061 Degrees F. 

 

 

B012867 

 

New Equipment scheduled 

for installation during 

Project Phase I 
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Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

 

NATURAL GAS IC ENGINE, PRIME 

GENERATOR 5, PHASE I (GENERATOR 

BUILDING); GE Power Waukesha with emPact 

Emission Control System. Year of Manufacture is 

TBD; 4SRB, Engine Meets Stationary Spark 

Ignition ICE NSPS Requirements Pursuant to 40 

CFR 60, Subpart JJJJ as the Manufacture Date is 

Subsequent to 2006; is equipped with three-way 

catalysts/non-selective catalytic reduction 

permitted under valid District Permit C012874.   

 

Equipment Elevation is 260 feet above sea level. 

 

Stack is 35 feet high, and has a diameter of 1.17 

feet. Exhaust flow rate is 4,930 cfm at a 

temperature of 1061 Degrees F. 

 

Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

 

B012868 

 

Equipment scheduled for 

installation during Project 

Phase I 

 

NATURAL GAS IC ENGINE, COMPRESSOR, 

PLANT 2, CLARK 11, PRE-PHASE I AND 

PHASE I; Year of Manufacturer 1948; 2SLB; 

RICE NESHAP 40 CFR 63 Subpart ZZZZ IS 

NOT APPLICABLE Pursuant to Section 

63.6590(b)(3); this existing 2SLB engine has a 

rating of more than 500 brake HP and is located 

at a major source of HAP emissions does NOT 

need to comply with the emission limitations in 

Tables 1a, 2a, 2c, and 2d to this subpart or the 

operating limitations in Tables 1b and 2b of this 

subpart. Clark Compressor 11, will be modified 

first, either prior to and/or during the BCS 

Compressor project Phase I, to determine which 

technologies and controls will ultimately be used 

on this Clark Compressor 11, and those identified 

 

B013092 

 

Previously Permitted as 

B004154; Will be 

modified during Pre-Phase 

I and During Phase I; 

Emission Reductions used 

for SERs 
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as Clark 12, 14, & 15, to be modified during 

Phase I; Clark 13 to be modified during Phase II.  

 

Equipment Elevation is 261 feet above sea level. 

 

Stack is 30.4 feet high and 1.67 feet in Diameter. 

Stack exhausts at 16,272 cfm at a temperature of 

458 Degrees F and at a velocity of TBD fpm. 

Engine drives an integral compressor on a 

common crankshaft.  

 

Equipment previously permitted as one of Eight 

Identical Clark Engines, permitted under 

aggregated permit B004154. Five of those 

engines are being modified through the 

installation of oxidation catalyst systems, 

turbochargers, and PCC/LEC and/or HPFI/EM to 

produce emission reductions and Simultaneous 

Emissions Reduction Credits for use in 

Permitting New Equipment as Part of the Blythe 

Compressor Station Upgrade Project, 

implemented as Phase I and Phase II.  

 

Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

 

NATURAL GAS IC ENGINE, COMPRESSOR, 

PLANT 2, CLARK 12, PHASE I; Year of 

Manufacturer 1948; 2SLB; RICE NESHAP 40 

CFR 63 Subpart ZZZZ IS NOT APPLICABLE 

Pursuant to Section 63.6590(b)(3); this existing 

2SLB engine has a rating of more than 500 brake 

HP and is located at a major source of HAP 

emissions does NOT need to comply with the 

emission limitations in Tables 1a, 2a, 2c, and 2d 

to this subpart or the operating limitations in 

Tables 1b and 2b of this subpart.  

 

Equipment Elevation is 261 feet above sea level. 

 

Stack is 30.4 feet high and 1.67 feet in Diameter. 

Stack exhausts at 16,272 cfm at a temperature of 

 

B013093 

 

Previously Permitted as 

B004154; Will be 

modified during Project 

Phase I; Emission 

Reductions used for SERs 
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458 Degrees F and at a velocity of TBD fpm. 

Engine drives an integral compressor on a 

common crankshaft.  

 

Equipment previously permitted as one of Eight 

Identical Clark Engines, permitted under 

aggregated permit B004154. Five of those 

engines are being modified through the 

installation of oxidation catalyst systems, 

turbochargers, and PCC/LEC and/or HPFI/EM to 

produce emission reductions and Simultaneous 

Emissions Reduction Credits for use in 

Permitting New Equipment as Part of the Blythe 

Compressor Station Upgrade Project, 

implemented as Phase I and Phase II. Clark 

Compressor 11, will be modified first, either prior 

to and/or during the BCS Compressor project 

Phase I, to determine which technologies and 

controls will ultimately be used on Compressor 

No 11, and those identified as Clark 12, 14, & 15, 

to be modified during Phase I; Clark 13 to be 

modified during Phase II. 

 

Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

 

NATURAL GAS IC ENGINE, COMPRESSOR, 

PLANT 2, CLARK 13, PHASE II; Year of 

Manufacturer 1948; 2SLB; RICE NESHAP 40 

CFR 63 Subpart ZZZZ IS NOT APPLICABLE 

Pursuant to Section 63.6590(b)(3); this existing 

2SLB engine has a rating of more than 500 brake 

HP and is located at a major source of HAP 

emissions does NOT need to comply with the 

emission limitations in Tables 1a, 2a, 2c, and 2d 

to this subpart or the operating limitations in 

Tables 1b and 2b of this subpart.  

 

Equipment Elevation is 261 feet above sea level. 

 

Stack is 30.4 feet high and 1.67 feet in Diameter. 

Stack exhausts at 16,272 cfm at a temperature of 

 

B013094 

 

Previously Permitted as 

B004154; Will be 

modified during Project 

Phase II; Emission 

Reductions used for SERs 
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458 Degrees F and at a velocity of TBD fpm. 

Engine drives an integral compressor on a 

common crankshaft.  

 

Equipment previously permitted as one of Eight 

Identical Clark Engines, permitted under 

aggregated permit B004154. Five of those 

engines are being modified through the 

installation of oxidation catalyst systems, 

turbochargers, and PCC/LEC and/or HPFI/EM to 

produce emission reductions and Simultaneous 

Emissions Reduction Credits for use in 

Permitting New Equipment as Part of the Blythe 

Compressor Station Upgrade Project, 

implemented as Phase I and Phase II. Clark 

Compressor 11, will be modified first, either prior 

to and/or during the BCS Compressor project 

Phase I, to determine which technologies and 

controls will ultimately be used on Compressor 

No 11, and those identified as Clark 12, 14, & 15, 

to be modified during Phase I; Clark 13 to be 

modified during Phase II. 

 

Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

 

NATURAL GAS IC ENGINE, COMPRESSOR, 

PLANT 2, CLARK 14, PHASE I; Year of 

Manufacturer 1948; 2SLB; RICE NESHAP 40 

CFR 63 Subpart ZZZZ IS NOT APPLICABLE 

Pursuant to Section 63.6590(b)(3); this existing 

2SLB engine has a rating of more than 500 brake 

HP and is located at a major source of HAP 

emissions does NOT need to comply with the 

emission limitations in Tables 1a, 2a, 2c, and 2d 

to this subpart or the operating limitations in 

Tables 1b and 2b of this subpart.  

 

Equipment Elevation is 261 feet above sea level. 

 

Stack is 30.4 feet high and 1.67 feet in Diameter. 

Stack exhausts at 16,272 cfm at a temperature of 

 

B013095 

 

Previously Permitted as 

B004154; Will be 

modified during Project 

Phase I; Emissions 

reductions used for SERs 
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458 Degrees F and at a velocity of TBD fpm. 

Engine drives an integral compressor on a 

common crankshaft.  

 

Equipment previously permitted as one of Eight 

Identical Clark Engines, permitted under 

aggregated permit B004154. Five of those 

engines are being modified through the 

installation of oxidation catalyst systems, 

turbochargers, and PCC/LEC and/or HPFI/EM to 

produce emission reductions and Simultaneous 

Emissions Reduction Credits for use in 

Permitting New Equipment as Part of the Blythe 

Compressor Station Upgrade Project, 

implemented as Phase I and Phase II. Clark 

Compressor 11, will be modified first, either prior 

to and/or during the BCS Compressor project 

Phase I, to determine which technologies and 

controls will ultimately be used on Compressor 

No 11, and those identified as Clark 12, 14, & 15, 

to be modified during Phase I; Clark 13 to be 

modified during Phase II. 

 

Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

 

NATURAL GAS IC ENGINE, COMPRESSOR, 

PLANT 2, CLARK 15, PHASE I; Year of 

Manufacturer 1948; 2SLB; RICE NESHAP 40 

CFR 63 Subpart ZZZZ IS NOT APPLICABLE 

Pursuant to Section 63.6590(b)(3); this existing 

2SLB engine has a rating of more than 500 brake 

HP and is located at a major source of HAP 

emissions does NOT need to comply with the 

emission limitations in Tables 1a, 2a, 2c, and 2d 

to this subpart or the operating limitations in 

Tables 1b and 2b of this subpart.  

 

Equipment Elevation is 261 feet above sea level. 

 

Stack is 30.4 feet high and 1.67 feet in Diameter. 

Stack exhausts at 16,272 cfm at a temperature of 

 

B013096 

 

Previously Permitted as 

B004154; Will be 

modified during Project 

Phase I; Emission 

Reductions used for SERs 
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458 Degrees F and at a velocity of TBD fpm. 

Engine drives an integral compressor on a 

common crankshaft.  

 

Equipment previously permitted as one of Eight 

Identical Clark Engines, permitted under 

aggregated permit B004154. Five of those 

engines are being modified through the 

installation of oxidation catalyst systems, 

turbochargers, and PCC/LEC and/or HPFI/EM to 

produce emission reductions and Simultaneous 

Emissions Reduction Credits for use in 

Permitting New Equipment as Part of the Blythe 

Compressor Station Upgrade Project, 

implemented as Phase I and Phase II. Clark 

Compressor 11, will be modified first, either prior 

to and/or during the BCS Compressor project 

Phase I, to determine which technologies and 

controls will ultimately be used on Compressor 

No 11, and those identified as Clark 12, 14, & 15, 

to be modified during Phase I; Clark 13 to be 

modified during Phase II. 

 

Note: The facility is currently a HAP Major 

Source. Once the facility has undergone both 

Phase I and Phase II Modifications, the facility 

will become a HAP area source. 

 

 

NATURAL GAS-POWERED PNEUMATIC 

DEVICES; Pneumatic Device means an 

automation device that uses natural gas, 

compressed air, or electricity to control a process. 

 

Continuous Low Bleed Pneumatic Devices means 

the continuous venting of natural gas from a gas-

powered pneumatic device to the atmosphere. 

Continuous bleed pneumatic devices must vent 

continuously in order to operate. 

 

Intermittent Bleed Pneumatic Devices means the 

intermittent venting of natural gas from a gas-

powered pneumatic device to the atmosphere. 

Intermittent bleed pneumatic devices may vent all 

 

B013430 

 

To be installed during 

Project Phase I and Phase 

II. 
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or a portion of their supply gas when control 

action is necessary but do not vent continuously. 

 

   

 

DIESEL IC ENGINE, EMERGENCY DIRECT-

DRIVE WATER PUMP, PHASE I; Year of 

Manufacture is 2018. Engine is a certified Tier III 

diesel engine, EPA Family Name JJDXL06.8120; 

EPA Certificate Number JJDXL06.8120-006; 

Engine Model Year 2018; DOES NOT HAVE A 

CORRESPONDING CARB EO CERTIFICATE. 

Engine meets the emissions requirements of 17 

CCR 93115, and NSPS Subpart IIII. 

 

Equipment elevation is 262 feet above sea level. 

 

Stack height is 12 feet and Stack Diameter is 5 

inches. Stack exhaust at 1189 cfm at 986 Degrees 

F and at a velocity of TBD fpm. 

 

 

E013097 

 

Equipment scheduled for 

installation during Project 

Phase I 

 

GASOLINE DISPENSING FACILITY (NON-

RETAIL), LOCATED ADJACENT TO THE 

PARKING GARAGE; Equipment Elevation is 

261 feet above sea level.  

 

 

N004119 

 

Existing equipment; no 

changes planned during 

upgrade modification 

project. 

 

   

 

STORAGE TANK, TRANSFER OIL, SW 

CORNER OF PLANT 1; Aboveground 1200-

gallon transfer oil storage tanks, 4 ft H x 8 ft L x 

5 ft W. 

 

Equipment elevation is 261 feet above sea level. 

 

 

T004134 

 

Existing equipment; no 

changes planned during 

upgrade modification 

project. 

 

 

STORAGE TANK, WASTE OIL, PLANT 1; 

Aboveground pipeline waste oil drip tank, 1180-

gallon capacity, 2 ft 10 in H x 13 ft 6 in L x 4 ft 

W. 

 

Equipment elevation is 259 feet above sea level. 

 

 

T004135 

 

 

Existing equipment; no 

changes planned during 

upgrade modification 

project. 
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STORAGE TANK, WASTE OIL; 5300-gallon 

capacity waste oil storage tank, 7 ft diameter by 

25 ft high, located in the Oil Storage Area. 

 

Equipment elevation is 259 feet above sea level. 

 

 

T004136 

 

Existing equipment; no 

changes planned during 

upgrade modification 

project. 

 

 

STORAGE TANK, WASTE OIL, PLANT 2; 

Aboveground pipeline waste oil drip tank 2-L, 

1180-gallon capacity, 2 ft 10 in H x 13 ft 6 in L x 

4 ft W. 

 

Equipment elevation is 259 feet above sea level. 

 

 

T004138 

 

Existing equipment; no 

changes planned during 

upgrade modification 

project. 

 

 

STORAGE TANK, TRANSFER OIL; 

Aboveground 1200-gallon transfer oil storage 

tank, 4 ft H x 8 ft L x 5 ft W, located at the SE 

corner of Plant 2. 

 

Equipment elevation is 260 feet above sea level. 

 

 

T004422 

 

Existing equipment; no 

changes planned during 

upgrade modification 

project. 

 

 

NATURAL GAS ODORANT STORAGE & 

INJECTION SYSTEM: A 10,000-gallon odorant 

tank and related equipment.  This system is 

electrically operated but odorant injection is 

achieved with a pipeline-pressure driven pump.  

This permit includes the injection system 

(odorant control system, odorant metering 

system, odorant filtering equipment, and related 

appurtenances). 

 

Stack is 18.0 feet in height and 0.5 feet in 

diameter. Stack gas temperature is 75 deg F, stack 

gas flow is 98 cfm, at 500 fpm. 

 

Equipment elevation is 260 feet above sea level. 

 

 

T010103 

 

Existing equipment; no 

changes planned during 

upgrade modification 

project. 

 

AQUEOUS AMMONIA STORAGE TANK, 

PHASE I; 10,000 gallons steel pressurized 

storage tank. 

 

T013121 

 

Equipment scheduled for 

installation during Project 

Phase I. 
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The tank will have an inner diameter of 8 feet and 

be 28 feet long and store Aqueous Ammonia in 

concentrations of less than 20%. 

 

The Aqueous Ammonia stored in this tank is used 

as part of the SCR Emissions Control System. 

 

Equipment Elevation is 260 feet above sea level. 

 

 

 

APPENDIX D of this Statement of Basis, contains: 

Continuous Parameter Monitoring System (CPMS) Plan as submitted by Southern California 

Gas Company Blythe Compressor Station for Compressors 1 and 2 at Plant 3. 

 

APPENDIX E of this Statement of Basis, contains:  

Continuous Parameter Monitoring System (CPMS) Plan as submitted by Southern California 

Gas Company Blythe Compressor Station for Generators 1-4, Generator 5, and Air Compressors. 

 

D. MODIFICATIONS TO CURRENT FEDERAL OPERATING PERMIT: 

 

GENERAL UPDATES 

● General formatting updates to improve the consistency of the Title V permits program. 

● Update rule citations throughout the permit. Each rule citation was reformatted for program 

consistency which includes relocating the SIP citations to Part VII. The table sufficiently 

identifies each rule, the SIP status of the rule and the federal enforceability of each rule. 

 

PART I: INTRODUCTORY INFORMATION 

This section of the Federal Operating Permit contains general information about Southern 

California Gas Company (SCG), Blythe Compressor Station facility, including facility 

identifying information (section A), a description of the facility (section B), and a description of 

the facility’s equipment (section C). 

 

Changes made to this section of the FOP, include: 

● Change in Responsible Official from Mr. Carlos Gaeta to Mr. Firas Hamze 

 

● Minor changes made to equipment description and conditions for the following District 

Permits: 

 

B004154, B004158, B004159, B008079, B008080, B008081, B008082, B008083, B008084, 

B012852, B012853, B012854, B012855, B012864, B012865, B012866, B012867, B012868, 

B013092, B013093, B013092, B013093, B013094, B013095, C008086, C008087, C008089, 

C008090, C008091, C008092, C012856, C012857, C012858, C012859, C012860, C012861, 

C012862, C012863, C012870, C012871, C012872, C012873, C012874, C013221, C013222, 



23 Preliminary Determination/Decision - Statement of Basis 

SCG – Blythe Compressor Station; Revised 10-01-20 

 

 

C013223, C013224, C013225, E013097, N004119, T004134, T004135, T004136, T004138, 

T004422, T010102, and T013121.    

 

● STATE ONLY, New District Permit B013430; regarding Natural Gas Pneumatic Devices; 

permit added pursuant to California Code of Regulations, Title 17, Division 3, Chapter 1, 

Subchapter 10 Climate Change, Article 4, Subarticle 13: Greenhouse Gas Emission Standards for 

Crude Oil and Natural Gas Facilities. 

 

PART II: FACILITYWIDE APPLICABLE REQUIREMENTS; EMISSIONS 

LIMITATIONS; MONITORING, RECORDKEEPING, REPORTING AND TESTING 

REQUIREMENTS; COMPLIANCE CONDITIONS; COMPLIANCE PLANS 

 

This section of the Federal Operating Permit contains requirements applicable to the entire 

facility and equipment (Section A), facility-wide monitoring, recordkeeping, and reporting 

requirements (Section B), and facility-wide compliance conditions (Section C). 

 

Changes made to this section of the FOP: 

 

• Part II, Section A. Updated to include rule revisions which occurred since the time of the 

last renewal. 

• Part II, Section A, revised to incorporate changes made to District Rule 442, Usage of 

Solvents. 

• Part II, Section A, revised to incorporate changes made to District Rule 1104, Organic 

Solvent Degreasing Operations. 

• Part II, Section A, revised to incorporate formatting changes referencing District Rule 

1113, Architectural Coatings. 

• Part II, Section A, revised to incorporate changes made to District Rule 1114, Wood 

Products Coating Operations. 

• Part II, Section A, revised to incorporate changes made to District Rule 1115, Metal Parts 

& Products Coating Operations. 

 

Changes made to Part II, Section B: None 

 

Changes made to Part II, Section C: None 

 

PART III: EQUIPMENT SPECIFIC APPLICABLE REQUIREMENTS; EMISSIONS 

LIMITATIONS; MONITORING, RECORDKEEPING, REPORTING AND TESTING 

REQUIREMENTS; COMPLIANCE CONDITIONS; COMPLIANCE PLANS 

 

This section of the Federal Operating Permit contains equipment-specific applicable 

requirements including emission limitations, monitoring and recordkeeping, reporting and 

testing, and compliance plans. 

 

Changes made to Part III, Section A thru Section O: 
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District Permit  Description of change made 

 

B004154 Permit has been revised to update permit conditions and to incorporate 

stack information; condition 26 has been updated to reflect that CARB 

GHG reports must be submitted through their Cal e-GGRT Reporting 

Portal. 

 

B004158 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B004159 Updated equipment description from RECIPROCATING COMPRESSOR 

to RECIPROCATING AIR COMPRESSOR to distinguish between Air 

Compressor and Natural Gas Compressor. 

 

B008079 Permit conditions were updated for consistency with similar equipment.  

 

B008080 Permit has been revised to update permit conditions and to incorporate 

stack information; condition 23 has been updated to reflect that CARB 

GHG reports must be submitted through their Cal e-GGRT Reporting 

Portal.  

 

B008081 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B008082 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B008083 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B008084 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B012852 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B012853 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 
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B012854 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B012855 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

   

B012864 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B012865 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B012866 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B012867 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B012868 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

B013092 Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

B013093 Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

B013094 Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

B013095 Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

B013096 Permit has been revised to update permit conditions for consistency with 

similar equipment. 
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B013430 Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C008086 Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C008087 Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C008089  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C008090  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C008091  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C008092  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012856  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012857  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012858  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012859  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012860  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012861  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

   

C012862  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012863  Permit has been revised to update permit conditions for consistency with 

similar equipment. 
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C012870  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012871  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012872  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012873  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C012874  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C013221  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C013222  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C013223  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C013224  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

C013225  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

E013097  Permit has been revised to update permit conditions for consistency with 

similar equipment.  

 

N004119  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

T004134  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

T004135  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

T004136  Permit has been revised to update permit conditions for consistency with 

similar equipment. 
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T004138  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

T004422  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

T010103 Permit has been revised to update permit conditions for consistency with 

similar equipment and to incorporate stack information into equipment 

description. 

 

T013121  Permit has been revised to update permit conditions for consistency with 

similar equipment. 

 

PART IV: STANDARD FEDERAL OPERATING PERMIT CONDITIONS 

 

This section of the Federal Operating Permit contains standard federal operating permit 

conditions. 

 

Changes made to this section of the FOP:  None 

 

PART V: OPERATIONAL FLEXIBILITY 

 

Changes made to this section of the FOP:   

Section B, Off Permit Changes has been updated for consistency with similar Title V Permits. 

 

PART VI: CONVENTIONS, ABBREVIATIONS, DEFINITIONS, MDAQMD 

APPLICABLE SIP 

 

This section of the Federal Operating Permit contains information on conventions, abbreviations 

and definitions. 

 

Changes made to this section of the FOP; moved some abbreviations so that they are in 

alphabetic order. 

 

PART VII:  DISTRICT SIP HISTORY AND CITATIONS 

 

This section of the Federal Operating Permit contains a SIP table of all applicable District Rules 

and Historical Summary.  

 

Changes have been made to this section of the FOP:   

 

• SIP table updated to include rule revisions, which have occurred since the time of the last 

renewal. 

 

E. RULE APPLICABILITY: 
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District Rules 

 

Rule 201/203 – Permits to Construct/Permit to Operate.  Any equipment which may cause the 

issuance of air contaminants must obtain authorization for such construction from the Air 

Pollution Control Officer.  SCG-Blythe Compressor Station is in compliance with this rule as 

they have appropriately applied for a District permit for all new equipment and maintain District 

permits for all residing equipment per Part II, section A of their FOP. 

 

Rule 204 – Permit Conditions.  To assure compliance with all applicable regulations, the Air 

Pollution Control Officer (Executive Director) may impose written conditions on any permit.  

SCG-Blythe Compressor Station complies with all applicable regulations per Part II of their 

FOP. 

 

Rule 206 – Posting of Permit to Operate.  Equipment shall not operate unless the entire permit is 

affixed upon the equipment or kept at a location for which it is issued and will be made available 

to the District upon request.  SCG-Blythe Compressor Station complies with this regulation per 

Part II of their FOP. 

 

Rule 207 – Altering or Falsifying of Permit.  A person shall not willfully deface, alter, forge, or 

falsify any issued permit.  SCG-Blythe Compressor Station complies with this regulation per Part 

II of their FOP. 

 

Rule 209 – Transfer and Voiding of Permits.  SCG-Blythe Compressor Station shall not transfer, 

whether by operation of law or otherwise, either from one location to another, from one piece of 

equipment to another, or from one person to another.  When equipment which has been granted a 

permit is altered, changes location, or no longer will be operated, the permit shall become void.  

SCG-Blythe Compressor Station complies with this regulation per Part II their FOP. 

 

Rule 217 – Provisions for Sampling and Testing Facilities.  This rule stipulates that the APCO 

may require the applicant to provide and maintain requirements for sampling and testing.  In the 

event that facilities, be equipped to accommodate testing the APCO shall notify the 

Owner/Operator in writing of the required size, number and location of sampling ports; the size 

and location of the sampling platform: the access to the sampling platform, and the utilities for 

operating the sampling and testing equipment.  SCG-Blythe Compressor Station is in compliance 

with this rule per Part II of their FOP. 

 

Rule 219 – Equipment not Requiring a Permit. This rule exempts certain equipment from 

District Permit. SCG-Blythe Compressor Station is in compliance with this rule per Part II.  

 

Rule 221 – Federal Operating Permit Requirement.  SCG-Blythe Compressor Station is in 

compliance with this rule, as they currently hold and maintain a Federal Operating Permit. 

 

Rule 301/312 – Permit Fees/Fees for Federal Operating Permits.  SCG-Blythe Compressor 

Station annual permit fees are due by the applicable amounts. 
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Rule 401 – Visible Emissions.  This rule limits visible emissions opacity to less than 20 percent 

(or Ringlemann No. 1).  In normal operating mode, visible emissions are not expected to exceed 

20 percent opacity.  SCG-Blythe Compressor Station is in compliance with this rule per Part II. 

 

Rule 403 – Fugitive Dust.  This rule prohibits fugitive dust beyond the property line of any 

emission source.  SCG-Blythe Compressor Station is in compliance with this rule per Part II. 

 

Rule 404 – Particulate Matter Concentration.  SCG-Blythe Compressor Station shall not 

discharge into the atmosphere from this facility, particulate matter (PM) except liquid sulfur 

compounds, in excess of the concentration at standard conditions, shown in Rule 404, Table 404 (a).   

(a) Where the volume discharged is between figures listed in the table the exact concentration 

permitted to be discharged shall be determined by linear interpolation. 

(b) This condition shall not apply to emissions resulting from the combustion of liquid or 

gaseous fuels in steam generators or gas turbines.  

(c) For the purposes of this condition, emissions shall be averaged over one complete cycle of 

operation or one hour, whichever is the lesser time period. 

SCG-Blythe Compressor Station is in compliance with this rule per Part II. 

 

Rule 405 – Solid Particulate Matter, Weight.  SCG-Blythe Compressor Station shall not 

discharge into the atmosphere from this facility, solid PM including lead and lead compounds in 

excess of the rate shown in Rule 405, Table 405(a): 

(a) Where the process weight per hour is between figures listed in the table, the exact 

weight of permitted discharge shall be determined by linear interpolation. 

(b) For the purposes of this condition, emissions shall be averaged over one complete 

cycle of operation or one hour, whichever is the lesser time period. 

SCG-Blythe Compressor Station is in compliance with this rule per Part II. 

 

Rule 406 – Specific Contaminants.  This rule limits single source of emissions of sulfur compounds.  

SCG-Blythe Compressor Station meets this requirement by complying with operating condition 

listed in Part II, of their FOP.   

 

Rule 407 – Liquid and Gaseous Air Contaminants.  This rule limits CO emissions from facilities.  

SCG-Blythe Compressor Station meets this requirement by complying with operating condition 

listed in Part II, of their FOP. 

 

Rule 408 – Circumvention.  This rule prohibits hidden or secondary rule violations.  The 

proposed renewal as described is not expected to violate Rule 408.  SCG-Blythe Compressor 

Station meets this requirement by complying with operating condition listed in Part II, of their 

FOP. 

 

Rule 409 – Combustion Contaminants.  This rule limits the emissions of combustion 

contaminants exceeding 0.23 gram per cubic meter (0.1 grain per cubic foot) of gas calculated to 

12 percent of carbon dioxide (CO2) at standard conditions averaged over a minimum of 25 

consecutive minutes.  SCG-Blythe Compressor Station meets this requirement by complying with 

operating condition listed in Part II, of their FOP. 
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Rule 430 – Breakdown Provisions.  Any Breakdown which results in a violation to any rule or 

regulation as defined by Rule 430 shall be properly addressed pursuant to this rule.  SCG-Blythe 

Compressor Station meets this requirement by complying with operating condition listed in Part II, 

of their FOP. 

 

Rule 442 – Usage of Solvents.  This rule reduces VOC emissions from VOC containing materials 

or equipment that is not subject to any other rule in Regulation XI.  SCG-Blythe Compressor 

Station meets this requirement by complying with operating condition listed in Part II, of their FOP. 

 

Rule 900 – Standards of Performance for New Stationary Sources (NSPS).  Rule 900 adopts all 

applicable provisions regarding standards of performance for new stationary sources as set forth 

in 40 CFR 60.  Currently there are no NSPSs applicable to SCG-Blythe Compressor Station. 

 

Rule 1104 – Organic Solvent Degreasing Operations.  This recently revised rule limits the 

emission of VOCs from wipe cleaning and degreasing operations using organic solvents.  SCG-

Blythe Compressor Station meets this requirement by complying with operating condition listed 

in Part II, of their FOP. 

 

Rule 1113 – Architectural Coatings.  This rule limits the quantity of VOC in Architectural Coatings.  

SCG-Blythe Compressor Station meets this requirement by complying with operating condition 

listed in Part II, of their FOP. 

 

Rule 1114– Wood Products Coatings.  This recently revised rule limits the quantity of VOC in 

Wood Coatings.  SCG-Blythe Compressor Station meets this requirement by complying with 

operating condition listed in Part II, of their FOP. 

 

Rule 1115 – Metal Parts and Products Coatings.  This recently revised rule limits the emission of 

VOC from coatings associated with Metal Parts and Products.  SCG-Blythe Compressor Station 

meets this requirement by complying with operating condition listed in Part II, of their FOP. 

 

Rule 1159 – Stationary Gas Turbines.  The purpose of this rule is to limit the emission of oxides 

of nitrogen from commercial, industrial and institutional Stationary Gas Turbines and applies to 

any new or existing non-utility, commercial, industrial or institutional Stationary Gas Turbine of 

0.3 megawatt (MW) and larger unless the equipment is exempt from this rule pursuant to Section 

(D) of this rule. SCG-Blythe Compressor Station meets the requirements of this rule by 

complying with operating conditions listed in Part III, of their FOP. 

 

Rule 1160 – Internal Combustion Engines.  This recently revised District Rule is NOT 

applicable to the SCG-Blythe Compressor Station as this facility is located in a Federal Ozone 

Attainment Area (FONA).  

 

Regulation X – Emission Standards for Additional Specific Air Contaminants.  Pursuant to 

Regulation X, SCG-Blythe Compressor Station is required to comply with all applicable 

ATCMs, MACTs and NESHAPS.  
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ATCM 17 CCR 93115 applies to the Emergency Diesel Engine operating under District Permit 

E013097; SCG-Blythe Compressor Station is in compliance with this ATCM. 

 

The specific MACTs/NESHAPS applicable to SCG-Blythe Compressor Station are listed under 

the Federal Requirements below. 

 

Regulation XII – Federal Operating Permits. This regulation contains requirements for sources 

which must have a FOP.  SCG-Blythe Compressor Station currently has a FOP and is expected 

to comply with all applicable rules and regulations. 

 

Rule 1201 – Federal Operating Permit Definitions. SCG-Blythe Compressor Station is defined 

as a federal Major Facility pursuant to this rule.  

 

Rule 1203 – Federal Operating Permits.  This rule outlines the permit term, issuance, 

restrictions, content, operational flexibility, compliance certification, permit shield, and 

violations of Federal Operating Permits. SCG-Blythe Compressor Station meets this requirement 

by complying with operating condition listed in Part II, of their FOP. 

 

Rule 1205 – Modifications of Federal Operating Permits.  This action to renew SCG-Blythe 

Compressor Station’s FOP does not constitute a modification; therefore, this rule is not subject to 

this action. 

 

Rule 1206 – Reopening, Reissuance and Termination of Federal Operating Permits.  This action 

to SCG-Blythe Compressor Station’s FOP does not constitute a Reopening, Reissuance or 

Termination of Federal Operating Permits; therefore, this rule is not subject to this action. 

 

Rule 1207 – Notice and Comment.  This rule outlines the noticing requirements for Notice and 

Comment.  SCG-Blythe Compressor Station’s has and/or will properly notice(d) their renewal 

pursuant to this rule. 

 

Rule 1208 – Certification.  SCG-Blythe Compressor Station’s included a Certification of 

Responsible Official as required with the submitted application for the Renewal. 

 

Rule 1211 – Greenhouse Gas Provisions of Federal Operating Permits.  SCG-Blythe 

Compressor Station’s is a Major GHG Facility pursuant to Rule 1211 and has is in compliance 

with the requirements pertaining to this regulation. 

 

Regulation XIII – New Source Review. This regulation sets forth requirements for the 

preconstruction review of all new or modified facilities.  SCG-Blythe Compressor Station’s is 

not a new facility nor is it currently a modified facility; therefore, this regulation does not apply. 

 

Rule 1520 – Control of Toxic Air Contaminants from Existing Sources.  This rule controls the 

emission of toxic air contaminants from existing source.  This permit action does not trigger the 

applicability of Rule 1520. 
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Regulation XVII – Prevention of Significant Deterioration 

Please take notice that this regulation is not currently used within the MDAQMD because the 

USEPA has not delegated authority for the PSD Program to the MDAQMD at this time.  That 

said, this action to renew the SCG-Blythe Compressor Station’s Title V FOP, does not trigger a 

PSD analysis as there are no emission changes associated with this activity. 

 

Federal Regulations 

 

40 CFR 63, Subpart ZZZZ–National Emission Standards for Hazardous Air Pollutants for 

Reciprocating Internal Combustion Engines. SCG-Blythe Compressor Station’s complies with 

this regulation per Part II of their FOP. 

 

40 CFR 64, Compliance Assurance Monitoring. The Compliance Assurance Monitoring (CAM) 

rule (40 CFR 64) applies to each Pollutant Specific Emissions Unit (PSEU) when it is located at 

a Major Facility that is required to obtain Title V, Part 70 or 71 permit and it meets all of the 

following criteria. “PSEU” means an emissions unit considered separately with respect to each 

regulated air pollutant.  

The PSEU must:  

a. Be subject to an emission limitation or standard [40 CFR 64; AND,  

b. Use a control device to achieve compliance [40 CFR 64.2(a)(2)]; AND,  

c. Have the potential pre-control emissions that exceed or are equivalent to the major source 

threshold. [40 CFR 64.2(a)(3)]  

 

Presented in Appendix A is an CAM Analysis as provided by the owner/operator; in summary 

CAM does NOT apply to any of the equipment at the SCG Blythe Compressor Station. We have 

reviewed the analysis and agree with this conclusion. 

 

F. CONCLUSIONS AND RECOMMENDATION: 

 

The District has reviewed the application for the renewal of the Federal Operating Permit. The 

District has determined that the renewal permit is in compliance with all applicable District, 

state, and federal rules and regulations as proposed when operated in the terms of the permit 

conditions given herein. The proposed permit and corresponding statement of legal and factual 

basis has been, or will be, publicly noticed pursuant to District Rule 1207. To view the public 

notice please refer to Appendix C of this document.  

 
G. PUBLIC COMMENT AND NOTIFICATIONS: 

 
1.   Public Comment 

This preliminary determination will be publicly noticed on or before 10-07-20. 

The 30-Day Public Commenting Period that will end at COB on 11-06-20. 

 

Noticing Methods include the following, per District Rule 1207 (A)(1)(a) and District Rule 

1302(D)(2) and (3): 
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• Published in newspapers of general circulation - Riverside Press Enterprise (Riverside 

County) and the Daily Press (San Bernardino County) on or before 10-07-20. 

• Mailed and/or emailed to MDAQMD contact list of persons requesting notice of actions 

(see the contact list following the Public Notice in this Appendix) on or before 10-01-20. 

• Posted on the MDAQMD Website at the following link: 

http://www.mdaqmd.ca.gov/permitting/public-notices-advisories/public-notices-

permitting-regulated-industry 

 

2.   Notifications 

The preliminary determination was submitted via e-mail to EPA and CARB pursuant to District 

Rule 1207 for a forty-five (45) day review period on or before 10-01-20. The final modified FOP 

shall be issued on or about 11-17-20. 

 

All correspondence as required by District Rules 1302 and 1207 were forwarded electronically to 

the following recipients: 

 

Director, Office of Air Division  Chief, Stationary Source Division 

United States EPA, Region IX  California Air Resources Board 

75 Hawthorne Street    P.O. Box 2815 
San Francisco, CA 94105    Sacramento, CA 95812  

Via EPA’s Portal: https://cdx.epa.gov/   Via e-mail at: Permits@arb.ca.gov  

 

Field Operations Manager C/O Alison Wong via e-mail 

Southern California Gas Company 

P.O. Box 2300 SC9314, Chatsworth CA 91313 

 

 

http://www.mdaqmd.ca.gov/permitting/public-notices-advisories/public-notices-permitting-regulated-industry
http://www.mdaqmd.ca.gov/permitting/public-notices-advisories/public-notices-permitting-regulated-industry
https://cdx.epa.gov/
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APPENDIX C Public Notice 

 

NOTICE OF TITLE V PERMIT RENEWAL 

 

NOTICE IS HEREBY GIVEN THAT Southern California Gas Company-Blythe Compressor 

Station, located at 13100 West 14th Avenue Blythe, CA 92225, has applied for the renewal of 

their Federal Operating Permit (FOP) pursuant to the provisions of MDAQMD Regulation XII. 

The Applicant is a company engaged in the compression and distribution of pipeline quality 

natural gas for use by its customers throughout Southern California. The facility is required to 

maintain a Title V permit because the potential emissions exceed the major source thresholds for 

Carbon Monoxide, Nitrous Oxides, and Hazardous Air Pollutants. 

 

REQUEST FOR COMMENTS: Interested persons are invited to submit written comments 

and/or other documents regarding the terms and conditions of the proposed renewal of Southern 

California Gas Company-Blythe Compressor Station’s Federal Operating Permit. If you submit 

written comments, you may also request a public hearing on the proposed issuance of the Federal 

Operating Permit. To be considered, comments, documents and requests for public hearing must 

be submitted no later than 4:00 P.M. on November 6, 2020, to the MDAQMD, Attention: 

Samuel J Oktay, PE at the address listed below. 

 

PETITION FOR REVIEW: Federal Operating Permits are also subject to review and approval 

by the United States Environmental Protection Agency (USEPA). If the USEPA finds no 

objection to the proposed permit renewal, the final permit will be issued. In the event of public 

objection to the issuance of a specific permit, a Title V petition may be submitted to the USEPA 

Administrator electronically through the Central Data Exchange at: https://cdx.epa.gov/. In order 

to file a Title V petition, issues must be raised with reasonable specificity during the public 

comment period, and filed within 60 days of the close of the USEPA review period. 

 

AVAILABILITY OF DOCUMENTS: The proposed Federal Operating Permit, as well as the 

application and other supporting documentation are available for review at the MDAQMD 

offices, 14306 Park Avenue, Victorville, CA  92392. In addition, these documents are available 

on the MDAQMD website and can be viewed at following link: 

https://www.mdaqmd.ca.gov/permitting/public-notices-advisories/public-notices-permitting-

regulated-industry. Please contact Samuel J Oktay, PE, Air Quality Engineer, at the address, 

above, or (760) 245-1661, extension 1610, or at soktay@mdaqmd.ca.gov for additional questions 

pertaining to this action and/or corresponding documents. 

 

*Traducción en español esta disponible por solicitud. Por favor llame: (760) 245-1661* 

 

SHERI HAGGARD 

Engineering Supervisor II 

Mojave Desert Air Quality Management District 

14306 Park Avenue 

Victorville, CA 92392 
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Figure 1: MDAQMD contact list of persons requesting notice of actions 
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Figure 1: MDAQMD contact list of persons requesting notice of actions (continued from previous page) 
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APPENDIX D: Southern California Gas Company 

Blythe Compressor Station Compressors 1 and 2 at Plant 3 
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APPENDIX D: Southern California Gas Company 

Blythe Compressor Station Compressors 1 and 2 at Plant 3 

 

 

 
 

 



D-4           Preliminary Determination/Decision - Statement of Basis 

   SCG – Blythe Compressor Station; Revised 10-01-20 

 

 

 

 

APPENDIX D: Southern California Gas Company 

Blythe Compressor Station Compressors 1 and 2 at Plant 3 
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APPENDIX E: SoCalGas Blythe Compressor Station  

Generators G1 through G4, Generator 5, and Air Compressor 
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APPENDIX E: SoCalGas Blythe Compressor Station  

Generators G1 through G4, Generator 5, and Air Compressor 
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APPENDIX E: SoCalGas Blythe Compressor Station  

Generators G1 through G4, Generator 5, and Air Compressor
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APPENDIX E: SoCalGas Blythe Compressor Station  

Generators Gl through G4, Generator 5, and Air Compressor 
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APPENDIX E: SoCalGas Blythe Compressor Station  

Generators G1 through G4, Generator 5, and Air Compressor 

 

 


